
312463.002AA | Recessed modular luminaires

4051859655084
LED
L 595, B 595

Colour

Colour white

Dimensions

Length L 595 mm
Width B 595 mm
Recess height HE 160 mm
Luminaire: recess height HEL 32 mm
Weight 1,91 kg

Lamp

Lamp LED
Colour temperature 3000K
Colour consistency (McAdam) 3
Photobiological safety according
to EN 62471 Risk group 0

Electrical

Control gear Converter required.
Voltage 34 V / 0 Hz

Approbations

Type of Protection IP 40
IP 20, IP 40 on room side

Protection Class III
Glow Wire Test 650°C - 30 seconds
Impact Protection IK02 (0,20 Joule)
Ambient temperature min. -20 °C
Ambient temperature max. 40 °C

CE, EAC
Energy efficiency class LED A++
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Lay-in luminaire for ceiling systems with visible mounting rails. 

Housing: sheet steel, powder-coated. 

Luminaire frame: aluminium, powder-coated. 

Diffuser made of non-yellowing plastic (PMMA) micro prismatic. 

LED backlight technology for homogeneous illumination of the entire light-emitting surface. 

Ideal for office areas (UGR ≤ 19) and environments with computer screens

in accordance with EN 12464-1.

Converter is not included and must be ordered separately.

Kaleea

Trade mark

Annotation type of p.

The following combinations are possible:

312463.002AA with converter 982687.002AA – Multilumen

24 W – 2900 lumen, 28 W – 3250 lumen, 

32 W – 3700 lumen, 36 W – 4100 lumen

312463.002.790 (no. to be used for lighting studies only)

312463.002AA with converter 982730.002 – 28 W DALI - 3250 lumen

312463.002.76 (no. to be used for lighting studies only)

312463.002AA with converter 982729.002 – 36 W DALI – 4100 lumen

312463.002.3.76 (no. to be used for lighting studies only)




