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PD10 converter of usb/rs-485 interfaces

Galvanic 
isolation:

inputs:

outputs:

Features:-10..10

V

USB

Example of application

Device connection 
with the RS-485 industrial 
interface to the PC computer 
with USB interface. 

Flow meter

Pt100 sensor

 • Enables the connection of the industrial RS-485 interface  to the PC computer 

     

    
through the USB port

 • Maximum transmission rate up to 1 Mb/s  (this rate depends on RS-485 wire length)

• Transparent for communication protocols

•  Galvanic separation protects computer USB ports.

Digital interface
Interface type Properties

  RS-485/USB

Baud rate: up to 1 Mb/s
Steering of the data flow direction: automatically

Controllers: Windows 2000, XP, Server 2003, 
Vista, Server 2008 (x86 and x64)

 External features
Overall dimensions 52 x 44 x 24 mm
Weight 0.1 kg with packing
Protection grade Housing: IP40 from terminal side: IP20
Housing Portable

RS

485
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Ordering code

Connection diagrams

 PD10 converter of usb/rs-485 interfaces

For more information 
about LUMEL's 

products please visit 
our website:

www.lumel.com.pl

PD10-19.A

Safety and compatibility requirements

Electromagnetic compatibility
Noise immunity acc. to EN 61000-6-2 
Fastness against supply decays acc. to EN 61000-6-2
Emission of radio electric perturbations acc. to EN 61000-6-4

acc. to EN 61010-6-1

Pollution level 2
Installation category III
Maximum phase-to-earth opera-
ting voltage 50 V

Rated operating conditions
Supply voltage 5 V d.c. collected from the USB port Input power: ≤ 1.5 W

Temperature Ambient: 0...55°C Storage: 0...70 °C

Relative humidity < 85%

Operating position any

External magnetic field 400 A/m

Admissible sinusoidal vibrations Frequency: 10..150 Hz Shift amplitude: ≤ 0.35 mm

Time of readiness obtainment 
since the device connection ≥ 16 s

Code Description

PD10 00M0 Interface converter USB/ RS-485; 
documentation and descriptions in Polish and English version,
 test certificate
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